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Copper Cable Solutions   

Reliable and future-proof   
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COPPER  CABLE

• TIA/EIA-568.2-D Cat.8, ISO/IEC 11801 Class I&II

• 2000MHz Cat.8 S/FTP cable, AWG 22 solid bare copper

• IEEE802.3bq, IEEE802.3bt PoE++

• CM, CMR, LSZH (IEC 60332-1, IEC 60754-1&2, IEC 61034-2)

• Diameter 8.0±0.50 mm, tensile strength 110N

    Cat.8 Shielded Cable

Ordering Information

iNCC8SF2H Cat.8 S/FTP 4-Pair Cable, 22AWG, LSZH, White, 305m

iNCC8SF2H-BK Cat.8 S/FTP 4-Pair Cable, 22AWG, LSZH, Black, 305m

iNCC8SF2M Cat.8 S/FTP 4-Pair Cable, 22AWG, CM, Grey, 305m

iNCC8SF2R Cat.8 S/FTP 4-Pair Cable, 22AWG, CMR, Blue, 305m

AL Foil

Sheath

Twisted Pair

Braid Shield

P2 P3

P1 P4

S/FTP

PE Insulation

-WH-BK -GY -BU-YL -RD -GN-PL -LB

• TIA/EIA-568.2-D Cat.6A, ISO/IEC 11801 Class Ea

• 500MHz Cat.6A S/FTP&U/FTP cable, AWG 23 solid bare copper

• IEEE802.3bt PoE++

• CM, CMR, LSZH (IEC 60332-1, IEC 60754-1&2, IEC 61034-2)

• LSZH-3A (IEC 60332-3-22, IEC 60754-1&2, IEC 61034-2)

• Diameter 7.5±0.50 mm, tensile strength 110N

    Cat.6A Shielded Cable

Ordering Information

iNCCAUF3H Cat.6A U/FTP 4-Pair Cable, 23AWG, LSZH, White, 305m

iNCCAUF3A Cat.6A U/FTP 4-Pair Cable, 23AWG, LSZH-3A, White, 305m

iNCCAUF3M Cat.6A U/FTP 4-Pair Cable, 23AWG, CM, Grey, 305m

iNCCAUF3R Cat.6A U/FTP 4-Pair Cable, 23AWG, CMR, Blue, 305m

iNCCAUF3E Cat.6A U/FTP 4-Pair Cable, 23AWG, PE, Black, 305m

iNCCASF3H Cat.6A S/FTP 4-Pair Cable, 23AWG, LSZH, White, 305m

iNCCASF3A Cat.6A S/FTP 4-Pair Cable, 23AWG, LSZH-3A, White, 305m

iNCCASF3M Cat.6A S/FTP 4-Pair Cable, 23AWG, CM, Grey, 305m

iNCCASF3R Cat.6A S/FTP 4-Pair Cable, 23AWG, CMR, Blue, 305m

iNCCASF3H-YL Cat.6A S/FTP 4-Pair Cable, 23AWG, LSZH, Yellow, 305m

iNCCASF3E Cat.6A S/FTP 4-Pair Cable, 23AWG, PE, Black, 305m

AL Foil

Sheath

Twisted Pair

Braid Shield

P2 P3

P1 P4

S/FTP

PE Insulation

Twisted Pair

PE Insulation

Sheath

AL Foil

Drain Wire

U/FTP

-WH-BK -GY -BU-YL -RD -GN-PL -LB
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COPPER  CABLE

• TIA/EIA-568.2-D Cat.5E, ISO/IEC 11801 Class D

• 100MHz Cat.5E SF/UTP&F/UTP cable, AWG 24 solid bare copper

• IEEE802.3bt PoE++

• CM, CMR, LSZH (IEC 60332-1, IEC 60754-1&2, IEC 61034-2)

• LSZH-3A (IEC 60332-3-22, IEC 60754-1&2, IEC 61034-2)

• Diameter 6.3±0.50 mm, tensile strength 110N

    Cat.5E Shielded Cable

iNCCEFU4H Cat.5E F/UTP 4-Pair Cable, 24AWG, LSZH, White, 305m

iNCCEFU4A Cat.5E F/UTP 4-Pair Cable, 24AWG, LSZH-3A, White, 305m

iNCCEFU4M Cat.5E F/UTP 4-Pair Cable, 24AWG, CM, Green, 305m

iNCCEFU4R Cat.5E F/UTP 4-Pair Cable, 24AWG, CMR, Blue, 305m

iNCCEFU4H-RD Cat.5E F/UTP 4-Pair Cable, 24AWG, LSZH, Red, 305m

iNCCEFU4E Cat.5E F/UTP 4-Pair Cable, 24AWG, PE, Black, 305m

iNCCEST4H Cat.5E SF/UTP 4-Pair Cable, 24AWG, LSZH, White, 305m

iNCCEST4A Cat.5E SF/UTP 4-Pair Cable, 24AWG, LSZH-3A, White, 305m

iNCCEST4M Cat.5E SF/UTP 4-Pair Cable, 24AWG, CM, Green, 305m

iNCCEST4R Cat.5E SF/UTP 4-Pair Cable, 24AWG, CMR, Blue, 305m

iNCCEST4H-YL Cat.5E SF/UTP 4-Pair Cable, 24AWG, LSZH, Yellow, 305m

iNCCEST4E Cat.5E SF/UTP 4-Pair Cable, 24AWG, PE, Black, 305m

Ordering Information

• TIA/EIA-568.2-D Cat.6, ISO/IEC 11801 Class E

• 250MHz Cat.6 S/FTP&F/UTP cable, AWG 23 solid bare copper

• PE cross separator for F/UTP, IEEE802.3bt PoE++

• CM, CMR, LSZH (IEC 60332-1, IEC 60754-1&2, IEC 61034-2)

• LSZH-3A (IEC 60332-3-22, IEC 60754-1&2, IEC 61034-2)

• Diameter 7.3±0.50 mm, tensile strength 110N

    Cat.6 Shielded Cable

iNCC6FU3H Cat.6 F/UTP 4-Pair Cable, 23AWG, LSZH, White, 305m

iNCC6FU3A Cat.6 F/UTP 4-Pair Cable, 23AWG, LSZH-3A, White, 305m

iNCC6FU3M Cat.6 F/UTP 4-Pair Cable, 23AWG, CM, Grey, 305m

iNCC6FU3R Cat.6 F/UTP 4-Pair Cable, 23AWG, CMR, Blue, 305m

iNCC6FU3E Cat.6 F/UTP 4-Pair Cable, 23AWG, PE, Black, 305m

iNCC6SF3H Cat.6 S/FTP 4-Pair Cable, 23AWG, LSZH, White, 305m

iNCC6SF3A Cat.6 S/FTP 4-Pair Cable, 23AWG, LSZH-3A, White, 305m

iNCC6SF3M Cat.6 S/FTP 4-Pair Cable, 23AWG, CM, Grey, 305m

iNCC6SF3R Cat.6 S/FTP 4-Pair Cable, 23AWG, CMR, Blue, 305m

iNCC6SF3H-YL Cat.6 S/FTP 4-Pair Cable, 23AWG, LSZH, Yellow, 305m

iNCC6SF3E Cat.6 S/FTP 4-Pair Cable, 23AWG, PE, Black, 305m

Ordering Information

AL Foil

Sheath

Twisted Pair

Braid Shield

P2 P3

P1 P4

S/FTP

PE Insulation

Twisted Pair

Drain Wire

PE Cross

Wrapping Tape

Sheath

PE Insulation

AL Foil

F/UTP

-WH-BK -GY -BU-YL -RD -GN-PL -LB

AL Foil

Sheath

Twisted Pair

Braid Shield

P2 P3

P1 P4

SF/UTP

PE Insulation

Wrapping Tape

PE Insulation

Sheath

Twisted Pair

AL Foil

Drain Wire

F/UTP

-WH-BK -GY -BU-YL -RD -GN-PL -LB
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COPPER  CABLE

• TIA/EIA-568.2-D Cat.6A, ISO/IEC 11801 Class Ea

• 500MHz Cat.6A U/UTP cable, AWG 23 solid bare copper

• PE cross separator, IEEE802.3bt PoE++

• CM, CMR, LSZH (IEC 60332-1, IEC 60754-1&2, IEC 61034-2)

• LSZH-3A (IEC 60332-3-22, IEC 60754-1&2, IEC 61034-2)

• Diameter 7.30±0.50 mm, tensile strength 110N

    Cat.6A Unshielded Cable

Ordering Information

iNCCAUU3H Cat.6A U/UTP 4-Pair Cable, 23AWG, LSZH, White, 305m

iNCCAUU3A Cat.6A U/UTP 4-Pair Cable, 23AWG, LSZH-3A, White, 305m

iNCCAUU3M Cat.6A U/UTP 4-Pair Cable, 23AWG, CM, Grey, 305m

iNCCAUU3R Cat.6A U/UTP 4-Pair Cable, 23AWG, CMR, Blue, 305m

iNCCAUU3H-GN Cat.6A U/UTP 4-Pair Cable, 23AWG, LSZH, Green, 305m

iNCCAUU3E Cat.6A U/UTP 4-Pair Cable, 23AWG, PE, Black, 305m

Sheath

PE Cross

Twisted Pair

PE Insulation 
P2 P3

P1 P4

U/UTP

-WH-BK -GY -BU-YL -RD -GN-PL -LB

• TIA/EIA-568.2-D Cat.6, ISO/IEC 11801 Class E

• 250MHz Cat.6 U/UTP cable, AWG 23 solid bare copper

• PE cross separator, IEEE802.3bt PoE++

• CM, CMR, LSZH (IEC 60332-1, IEC 60754-1&2, IEC 61034-2)

• LSZH-3A (IEC 60332-3-22, IEC 60754-1&2, IEC 61034-2)

• Diameter 6.30±0.50 mm, tensile strength 110N

    Cat.6 Unshielded Cable

Sheath

PE Cross

Rip Cord

PE Insulation

Twisted Pair

P2 P3

P1 P4

U/UTP

-WH-BK -GY -BU-YL -RD -GN-PL -LB

iNCC6UU3H Cat.6 U/UTP 4-Pair Cable, 23AWG, LSZH, White, 305m

iNCC6UU3A Cat.6 U/UTP 4-Pair Cable, 23AWG, LSZH-3A, White, 305m

iNCC6UU3M Cat.6 U/UTP 4-Pair Cable, 23AWG, CM, Grey, 305m

iNCC6UU3R Cat.6 U/UTP 4-Pair Cable, 23AWG, CMR, Blue, 305m

iNCC6UU3H-RD Cat.6 U/UTP 4-Pair Cable, 23AWG, LSZH, Red, 305m

iNCC6UU3E Cat.6 U/UTP 4-Pair Cable, 23AWG, PE, Black, 305m

Ordering Information
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COPPER  CABLE

• TIA/EIA-568.2-D Cat.5E, ISO/IEC 11801 Class D

• 100MHz Cat.5E U/UTP cable, AWG 24 solid bare copper

• IEEE802.3bt PoE++

• CM, CMR, LSZH (IEC 60332-1, IEC 60754-1&2, IEC 61034-2)

• LSZH-3A (IEC 60332-3-22, IEC 60754-1&2, IEC 61034-2)

• Diameter 5.0±0.50 mm, tensile strength 110N

    Cat.5E Unshielded Cable

iNCCEUU4H Cat.5E U/UTP 4-Pair Cable, 24AWG, LSZH, White, 305m

iNCCEUU4A Cat.5E U/UTP 4-Pair Cable, 24AWG, LSZH-3A, White, 305m

iNCCEUU4M Cat.5E U/UTP 4-Pair Cable, 24AWG, CM, Green, 305m

iNCCEUU4R Cat.5E U/UTP 4-Pair Cable, 24AWG, CMR, Blue, 305m

iNCCEUU4H-RD Cat.5E U/UTP 4-Pair Cable, 24AWG, LSZH, Red, 305m

iNCCEUU4E Cat.5E U/UTP 4-Pair Cable, 24AWG, PE, Black, 305m

Twisted Pair

PE Insulation

Sheath

Rip Cord

U/UTP

-WH-BK -GY -BU-YL -RD -GN-PL -LB-WH-BK -GY -BU-YL -RD -GN-PL -LB
Ordering Information

• TIA/EIA-568.2-D, ISO/IEC 11801

• 16MHz Cat.3 UTP cable, AWG 26 solid bare copper

• PE, CM, CMR, LSZH (IEC 60332-1, IEC 60754-1&2, IEC 61034-2)

• 25-Pair, outer diameter 9±2 mm, tensile strength 110N

• 50-Pair, outer diameter 13±2 mm, tensile strength 110N

• 100-Pair, outer diameter 18±2 mm, tensile strength 110N

    Cat.3 Multi-Pair Unshielded Cable

iNVC6M25 Cat.3 25-Pair U/UTP Cable, 26AWG, CM, Grey, 305m

iNVC6R25 Cat.3 25-Pair U/UTP Cable, 26AWG, CMR, Blue, 305m

iNVC6H25-YL Cat.3 25-Pair U/UTP Cable, 26AWG, LSZH, Yellow, 305m

iNVC6E25 Cat.3 25-Pair U/UTP Cable, 26AWG, PE, Black, 305m

iNVC6M50 Cat.3 50-Pair U/UTP Cable, 26AWG, CM, Grey, 305m

iNVC6R50 Cat.3 50-Pair U/UTP Cable, 26AWG, CMR, Blue, 305m

iNVC6H50-GY Cat.3 50-Pair U/UTP Cable, 26AWG, LSZH, Grey, 305m

iNVC6E50 Cat.3 50-Pair U/UTP Cable, 26AWG, PE, Black, 305m

iNVC6M100-BU Cat.3 100-Pair U/UTP Cable, 26AWG, CM, Blue, 305m

iNVC6H100-GY Cat.3 100-Pair U/UTP Cable, 26AWG, LSZH, Grey, 305m

iNVC6E100 Cat.3 100-Pair U/UTP Cable, 26AWG, PE, Black, 305m

Ordering Information

Outer Sheath 

Wrapping Tape

Twisted Pair U/UTP

-WH-BK -GY -BU-YL -RD -GN-PL -LB
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COPPER  PATCH  CORD

• TIA/EIA-568.2-D Cat.6A, ISO/IEC 11801 Class Ea 

• 500MHz Cat.6A S/FTP&U/FTP, AWG 26 stranded copper

• CM, LSZH (IEC 60332-1, IEC 60754-1&2, IEC 61034-2)

• Diameter 6.2±0.50 mm, tensile strength 110N

• Plug 750 times

    Cat.6A Shielded Patch Cord

iNCJAUF6MPXX Cat.6A U/FTP Patch Cord, 26AWG, CM, Green, XXm

iNCJAUF6HP02 Cat.6A U/FTP Patch Cord, 26AWG, LSZH, White, 2m

iNCJAUF6MP02H Cat.6A U/FTP Patch Cord, 26AWG, CM, Green, 2.5m

iNCJAUF6HP03-GY Cat.6A U/FTP Patch Cord, 26AWG, LSZH, Grey, 3m

iNCJASF6HP04 Cat.6A S/FTP Patch Cord, 26AWG, LSZH, White, 4m

-WH-BK -GY -BU-YL -RD -GN-PL -LB

• TIA/EIA-568.2-D Cat.8, ISO/IEC 11801 Class I

• 2000MHz Cat.8 S/FTP, AWG 24 stranded copper

• CM, LSZH (IEC 60332-1, IEC 60754-1&2, IEC 61034-2)

• Diameter 7.7±0.50 mm, tensile strength 110N

• Plug 750 times

    Cat.8 Shielded Patch Cord

-WH-BK -GY -BU-YL -RD -GN-PL -LB

iNCJ8SF4MQXX Cat.8 S/FTP Patch Cord, 24AWG, CM, Grey, XXm

iNCJ8SF4HQ05H Cat.8 S/FTP Patch Cord, 24AWG, LSZH, White, 5.5m

iNCJ8SF4HQ02-RD Cat.8 S/FTP Patch Cord, 24AWG, LSZH, Red, 2m

Ordering Information

Ordering Information
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COPPER  PATCH  CORD

• TIA/EIA-568.2-D Cat.5E, ISO/IEC 11801 Class D

• 100MHz Cat.5E SF/UTP&F/UTP, AWG 26 stranded copper

• CM, LSZH (IEC 60332-1, IEC 60754-1&2, IEC 61034-2)

• Diameter 5.4±0.50 mm, tensile strength 110N

• Plug 750 times

    Cat.5E Shielded Patch Cord

iNCJEFU6MPXX Cat.5E F/UTP Patch Cord, 26AWG, CM, Grey, XXm

iNCJEFU6HP05 Cat.5E F/UTP Patch Cord, 26AWG, LSZH, White, 5m

iNCJEST6HP02H Cat.5E SF/UTP Patch Cord, 26AWG, LSZH, White, 2.5m

iNCJEFU6HP05-GN Cat.5E F/UTP Patch Cord, 26AWG, LSZH, Green, 5m

-WH-BK -GY -BU-YL -RD -GN-PL -LB
Ordering Information

• TIA/EIA-568.2-D Cat.6, ISO/IEC 11801 Class E

• 250MHz Cat.6 S/FTP&U/FTP, AWG 26 stranded copper

• PE cross separator

• CM, LSZH (IEC 60332-1, IEC 60754-1&2, IEC 61034-2)

• Diameter 6.0±0.50 mm, tensile strength 110N

• Plug 750 times

    Cat.6 Shielded Patch Cord

iNCJ6FU6MPXX Cat.6 U/FTP Patch Cord, 26AWG, CM, Grey, XXm

iNCJ6FU6HP02 Cat.6 U/FTP Patch Cord, 26AWG, LSZH, Light Blue, 2m

iNCJ6SF6HP02H Cat.6 S/FTP Patch Cord, 26AWG, LSZH, Light Blue, 2.5m

iNCJ6FU6HP03-GN Cat.6 U/FTP Patch Cord, 26AWG, LSZH, Green, 3m

-WH-BK -GY -BU-YL -RD -GN-PL -LB
Ordering Information
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COPPER  PATCH  CORD

• TIA/EIA-568.2-D Cat.6, ISO/IEC 11801 Class E

• 250MHz Cat.6 UTP, AWG 24 stranded copper

• CM, LSZH (IEC 60332-1, IEC 60754-1&2, IEC 61034-2)

• Diameter 6.0±0.50 mm, tensile strength 110N

• Plug 750 times

    Cat.6 Unshielded  Patch Cord

iNCJ6UU4MPXX Cat.6 UTP Patch Cord, 24AWG, CM, Grey, XXm

iNCJ6UU4HP05 Cat.6 UTP Patch Cord, 24AWG, LSZH, Light Blue, 5m

iNCJ6UU4MP02H Cat.6 UTP Patch Cord, 24AWG, CM, Grey, 2.5m

iNCJ6UU4HP03-GN Cat.6 UTP Patch Cord, 24AWG, LSZH, Green, 3m

-WH-BK -GY -BU-YL -RD -GN-PL -LB
Ordering Information

• TIA/EIA-568.2-D Cat.6A, ISO/IEC 11801 Class Ea 

• 500MHz Cat.6A UTP, AWG 26 stranded copper

• CM, LSZH (IEC 60332-1, IEC 60754-1&2, IEC 61034-2)

• Diameter 5.9±0.50 mm, tensile strength 110N

• Plug 750 times

    Cat.6A Unshielded  Patch Cord

iNCJAUU6MPXX Cat.6A UTP Patch Cord, 26AWG, CM, Green, XXm

iNCJAUU6HP05 Cat.6A UTP Patch Cord, 26AWG, LSZH, White, 5m

iNCJAUU6MP02H Cat.6A UTP Patch Cord, 26AWG, CM, Green, 2.5m

iNCJAUU6HP03-GY Cat.6A UTP Patch Cord, 26AWG, LSZH, Grey, 3m

-WH-BK -GY -BU-YL -RD -GN-PL -LB
Ordering Information
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COPPER  PATCH  CORD

• TIA/EIA-568.2-D Cat.5E, ISO/IEC 11801 Class D

• 100MHz Cat.5E UTP, AWG 24 stranded copper

• CM, LSZH (IEC 60332-1, IEC 60754-1&2, IEC 61034-2)

• Diameter 5.4±0.50 mm, tensile strength 110N

• Plug 750 times

    Cat.5E Unshielded  Patch Cord

iNCJEUU4MPXX Cat.5E UTP Patch Cord, 24AWG, CM, Blue, XXm

iNCJEUU4HP05 Cat.5E UTP Patch Cord, 24AWG, LSZH, White, 5m

iNCJEUU4MP02H Cat.5E UTP Patch Cord, 24AWG, CM, Blue, 2.5m

iNCJEUU4HP02-GN Cat.5E UTP Patch Cord, 24AWG, LSZH, Green, 2m

-WH-BK -GY -BU-YL -RD -GN-PL -LB
Ordering Information



2.02.0
Fiber Optic Solutions   

Lighting up the intelligent future 
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FIBER  OPTIC  CABLE

• ANSI/TIA-568.3-D, ISO/IEC 11801, IEC 60794-1

• 900um tight buffer fiber with various of standard colors

• 6, 12, 24-fiber adopt distribution type

• 36, 48, 72, 96, 144-fiber adopt breakout type

• G.652D, OM1 (62.5um), OM2, OM3, OM4, OM5 fiber available

• OFNR, OFNP, LSZH-3C (IEC 60332-2-24, IEC 60754-1&2, IEC 61034-2)

    Indoor Fiber Optic Cable

Ordering Information

Aramid Yarn

Outer Sheath

Tight Buffer Fiber

Central Tube

Aramid Yarn

Outer Sheath

Subunit Sheath

Wrapping Tape

FRP

Tight Buffer Fiber

Rip Cord

Stranded Tube

Brand
(XX)

Product
(XX)

Requirement
(XX)

Type
(XX)

Fiber
(XX)

Sheath
(X)

Count
(XXX)

iN:
inLineTec

FC:
Fiber Cable

ND:
Indoor

TB:
Tight Buffer M1: OM1 R: OFNR 006: 6 Fibers

        M2: OM2 P: OFNP 012: 12 Fibers

        M3: OM3 C: LSZH-3C 024: 24 Fibers

        M4: OM4   036: 36 Fibers

        M5: OM5   048: 48 Fibers

        S2: G.652D   072: 72 Fibers

            096: 96 Fibers

            144: 144 Fibers

• ANSI/TIA-568.3-D, ISO/IEC 11801, IEC 60794-1

• 6, 12-fiber adopt central loose tube

• 24, 36, 48, 72, 96, 144-fiber adopt stranded loose tube

• G.652D, OM1 (62.5um), OM2, OM3, OM4, OM5 fiber available

• PE, LSZH-3C (IEC 60332-2-24, IEC 60754-1&2, IEC 61034-2)

    Outdoor Light Armored Fiber Optic Cable

Ordering Information

Outer Sheath

PSP

Steel Wire

Water-blocking Grease

Fiber Jelly

Coloring Fiber

Loose Tube Central Loose Tube

Wrapping Tape

Outer Sheath

PSP

Coloring Fiber

Loose Tube

Fiber Jelly

Metallic Strength Member

Water-blocking Grease Stranded Loose Tube
Brand
(XX)

Product
(XX)

Requirement
(XX)

Type
(XX)

Fiber
(XX)

Sheath
(X)

Count
(XXX)

iN:
inLineTec

FC:
Fiber Cable

TD:
Outdoor

LA:
Light Armored M1: OM1 C: LSZH-3C 006: 6 Fibers

        M2: OM2 E: PE 012: 12 Fibers

        M3: OM3   024: 24 Fibers

        M4: OM4   036: 36 Fibers

        M5: OM5   048: 48 Fibers

        S2: G.652D   072: 72 Fibers

            096: 96 Fibers

            144: 144 Fibers

Attn.: Default color of sheath: OM1&OM2(Orange), OM3(Aqua), OM4(Purple), OM5(Green),  G.652D(Yellow).    

e .g . :  iNFCNDTBM3C006: OM3 Indoor Tight Buffered Fiber Optic Cable, LSZH-3C, 6 Fibers.

Attn.: Default color of sheath is black.    

e .g . :  iNFCTDLAS2E012: G.652D Outdoor Light Armored Fiber Optic Cable, PE, 12 Fibers.




